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Abstract of Issue:
Trailer Inspection

Reason For Release:

ChanceRidesManufacturing, Inc. hasbecomeawarethat crackscan developinthetrailer frameontheabove
noted amusement rides. The area affected is located in the main beams behind the hitch.

Action to be Taken:
Chance Rides Manufacturing, Inc. requires al owner/operators of the above noted portable model
CENTURY WHEEL amusement rides to inspect the trailer frame as described in this bulletin.

The inspection must be completed within 30 days of the receipt of this bulletin and annually thereafter.

Trailer Inspection Procedure

Theareato beinspected is accessible from under thetrailer. The use of an inspection mirror will help view
al sides of theingpection area more clearly. Inspect the main trailer beams as shown in theillustration on
thefollowing page. Inspect theweb around the cutout as shown, and in the flat areas of the beams above
and below the cutout, on both sides of both beams. Look for indicationsin theweldsand in the parent metal .

IFNO INDICATIONSARE FOUND, operation of theride can continue. The trailer must be inspected
annually as described in this bulletin.

IFANY INDICATIONSARE FOUND, do not operatetheride. Contact the Customer Service Department
at Chance Rides Manufacturing, Inc. immediately for instructions on the necessary repair procedure. DO
NOT ATTEMPT TO WELD OR OTHERWISE REPAIR THE TRAILER EXCEPT AS SPECIFICALLY
INSTRUCTED BY CHANCE RIDES MANUFACTURING, INC.

All work must be performed by qualified personnel, capable of understanding the function of the parts and
their proper installation. Use only those components authorized, specified or provided by Chance Rides
Manufacturing, Inc. All applicable OSHA safety standards and safe industry practices must be observed.

Observe all safety information contained in the manufacturer’s manuals. Make available this bulletin and
al related technical information to personnel using the equipment.
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Detail of Issue |

Inspect the both main trailer beams,
ONE ON EACH SIDE OF THE TRAILER,
in the areas shown in the detail below.

Inspect the area around
this cutout for indications
going up or down.

IMPORTANT:
Inspect both sides of
both I-Beams. Use an

inspection mirror to see
the inboard surface
more clearly.

Inspect these flat areas of the
I-beam for indications

\

DETAIL - Typical I-Beams on both sides of trailer




