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SERVICE BULLETIN

I t  has come to the at t .ent . ion of  Chance Rides,  Inc.  that  the taper  p ins
being used with amusement r ides are subiect to deterioration due to
improper  use and wedr .  Chance Rides,  fn i .  speci f ies cer ta in  p ins for
certain applications on amusement r ides. These pins have been d-eveloped
over  a pef ioA of  years,  tak ing in t ,o  account  s !2e,  des ign,  mater ia l  and
hardness character is t . ics .  OnIv p ins speci f ied by Chance Rides,  Inc.  may
be used on rides manufactured by Chdnce Rides-, Inc. These pins are
i -dent i f ied as shown in  l l lus t rat , ion A.

Effect . ive Ser ia l  Number:  Al l  Uni t ,s

Ride:  AI I  Rides

I l lust rat . ion A

DATE OF MANUFACTUR

Subject :Genera l  Safety  -  Taper  Pins

CORRECT TNSTALI,AT ION
OF R.KEY

Care should be taken when inst,all ing and removing t,aper pins. Sjnce
these pins are hardened (as are hammers and punches) care must be taken
to str ike the.pin straight on- ,  S_tr ik ing a pin at  an angle could cause
Lhe pin t,o chip resulting in bodily injury. 

- 
For this reason APPROVED

SAFETY GI"ASSES 
-On 

COGGLES- MUST BE WORN AT ALL TIMES when taper pins are
being inst .a l led or removed. Any taper pin which is chipped, bent,  or
mushioomed on eit.her end must. be tiscirded and replaced wicti- a new pin.



A11 keepers (R-keys,  ha i r
f o r  wear .  I f  a  keeper  i s
f l l usL ra t i on  B ,  i t  mus t

I l l us t ra t i on  B

pins,  lynch p ins,  e tc .  )  must  be inspected
bent out of shape or "sprung", as shown in

be replaced.

Acceptable hair  pins
Dimens ion  t rA / '  equa ls
d i m e n s  i o n  i r B  "  i n  a
re l -axed pos i t ion

Unacceptable hair pins
Dimensiorl \A" is greater
than dimension 'B' in a
re laxed posi t ion

NEVER ATTEMPT TO BEND A HAIR PIN BACK INTO SHAPE.
REPLACE IT W]TH A NEW PART.

CHAIICE RIDES, INC. recogntzes and recommends the safety procedures
specif ied in ASTM St.andards F770 Operat ion Procedures for Amusement
Rides and Devices and F853 Maintenance Procedures for Amusement Rides
a n d  D e v i c e s .

A11 work  must  be  per fo rmed by  gua l i f ied  personne l ,  capab le  o f
understanding the funct, ion of the part ,s and their  proper instal lat , ion.

NOTICE
USE ONLY THOSE COMPONENTS AUTHORTZED, SPECIFIED OR PROVIDED BY THE
MANUFACTURER. IF ANY ALTERATIONS A}IDIOR MODIFICATIONS ARE MADE TO
THE ORIGINAL DESIGN WITHOUT THE UA}IUFACTURERIS EXPLICIT WRITTEN
CONSENT OR WITHOUT DIRECT SUPERVISTON BY
REPRESENTATIVE. CITLI\ICE RIDES I{AKES NO CLAIM AS
THE ALTERED OR MODIFIED RIDE.
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