
NUMBERT 8405R1157-0

DATE:

SUPERSEDES:

S E P T .  t 2 ,  1 9 9 4

Rides,

SERVICE BULLETIN
Effect ive Ser ia l  Number: 405 -00193  th rouqh  406 -02594

RidC: CENTURY WHEEL Subiect :  A i r  Condi t ioner  Rework

Chance Rides,  Inc.  has designed an a i r  condi t ioner  ra in  cover  for  the
above noted CENTURY WHEEL 

-amusement 
r ides. This rain cover, when

proper ly  insta l led,  wi l l  reduce the poss ib i l i ty  o f  ra in  water  get t ing
intb th'e air condit ioninq unit,  which-is mounted- t.o the side of t-he main
elect r ica l  contro l  box.  

-  
Fai lure to  order  and instaLl  th is  ra in  cover

may resul t  in  poss ib le  e lect r ica l  damage to the a i r  condi t ion ing uni t .

Chance Rides,  fnc.  regui res a l l  owner /operators of . the above noted
CENTURY WHEEL rides Eo olrder and ins[a1l ' t . ] ie air condit ioner rain cover,
part. number 32037537. This rain cover is available at no charge if
brdered wi t .h in  9o days of  the date of  th is  buI Ie t in .  us5 the
inst ruct ions in  th is  buLIet in  to  insta l l  t .he ra in  cover .  A l l  work must
be completed and t,he Certi f ication Of ComplLance returned to Chance
Rides,  inc.  wi t .h in  f i f teen (15)  days of  the ieceipt  o f  Lhe ra in  cover .

All  work must be performed bv quali f ied Dersonnel, capable of
understanding the funcfion of t .he plarfs and their-proper inst.alfaEion.

NOTICE

Uee on]-y thoEe conponents authorized' specified or provided by Chance
Rides ,  fnc .

Chance Rides, Inc. SPECIFICALLY DISCLAII{S ANtf LIABILITY for logsee
associated with any unauthorized al terat ions and/or nodif icat ions or
addit,ions and installations of unauthorized components.



Insta l la t ion rnst ruct ions for  A i r  Condi t ioner  Rain Cover

1. Remove the f ive (5) hex head capscrews around
the top of  the a i r  condic ioner  r in i t .

Us inq Lhe a i r  condi t ioner  as a template,
positi-on the rain cgve.r in, plac_e. and
frrark the locaLion of the f ive (5)
holes from which the hex head
caDscrews were removed in step
on6 above.

3. Dr i l l  holes in the rain cover
15..qlac.es),  using a number I

O T I I J .  D 1 E .

4.  Wi th t .he ra in  cover  held in
p lace,  re insta l l  Lhe f ive-(5)  

hex head capscrews.
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