
NUMBER: 8400R1035 - 0

DATE:March  22 ,  1989

SUPERSEDES:RIDES

Ride: GIAIIT GOIIDOIA WHEEL Subiect: Hydraulic Cylinder Rework For- 
Adjusuable Long SPreader Bars

SERVICE BULLETIN

E f f e c t i v e  s e r i a l  N u m b e r :  4 0 0 - 0 0 1 - 8 8  t h r o u g h  4 0 0 - 0 0 4 - B B  a n d  4 0 0 - 0 0 5 - 8 9

It. has come Eo the aEtention of CHANCE RIDES' INC'- that tt- le hydraulic

cy l inders in  the adjusLabfe- fo"g-spreaaer  bars can develop leaks around

the barre]. A new barrel ."J-idri iea cyrinder part.s have been designed

to e l iminat ,e  th is  leakage.

ALL OWNERS OF GIAI{T GONDOIJA WHEEI., AIVTI'SEMENT RIDES WITH THE ABOVE NOTED

SERIAL NUMBERS ARE REQUIRED iO PERFORM THE REWORK DESCRIBED IN THIS

BULLETIN.

perform the rework using the instal lat ion instructions on the fol lowing

paqes of  th is  n" f f " t i r iand the par ts  prov ided '  Return the at tached

EJijrii.,:.rlo"-oi-c-o-mptiance for tfre rework wiehin fifteen (1s) days from

rece ip t  o f  t h i s  bu l l e t i n .

NOTE: Ride ser ia l  nunber  400-001-88 is  prov ided wi th  k i t  number

K400R1035-1. Th; other r ides notld above are Provided wit 'h

k i t  number Kr100R1035-2 '

A11 work must be performed by competent,, quali f ied mechanic.s, cap-able of

understanding l t r " - funct ion df  th6-par ts .  ind Lhei r  proper  insta l la t ion '

If  rhere are ."V q"""c-io; ?g;tdi lg-l l tS instructlons or this rework'

Jooticr rhe CHANCE 
-CUSTOMER 

SERVICE DEPARTIvIENT.



INSTALI,ATION TRSIRUCTIONS

IMPORTANT:

NOTE:

LONG
SPRE,ADER

The following procedure requites that the ride be
disasgenbled to the point that the adjustable long
spreader bars are resroved. Use the reverse of the
"Set-Up Procedure" in the CIIAIICE Operation Manual.

On r ide ser ial  number 400-001-88, perform on1y
SEeps #1 and #9, repJ.acing the ent ire adjustable
spreader bar.

1. With the adjustable spreader bars removed from
bolt and nut from the rod end of the cyl inder.
f i t , t ing and loosen the set screw from the ot.her end.

2. Remove the hydraulic cyl inder from t.he spreader

\ \
ADJUSTING NI'T 

.-.

NOTE: Remove the adjusting nut fron the old cylinder
barrel and keep it to install on the new barreL.

3. Remove the snap ring and disassernble t.he cyl inder. Leave the
cy l inder  head (g land) ,  p is ton rod and p is ton assembled.  Save these
parts and the snap ring. Discard the o1d barrel and seals, exc.ep.t for
t ,he smal l  O-r ing and the wiper  seal .

SHORT
SPRE.ADER TI'BE

SET SCREW

t,he ride, remove the
Remove the hydrauLic

bar .

TIYDRAI'LIC

ITIIDRATJLIC
FTTTING

CYITXDER

LT
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The fo l low ing  par t .s  a re  inc luded in  K i t  No.  K400R1035-1 :
( R i d e  S e r i a l  N u m b e r  4 0 0 - 0 0 1 - 8 8  O n I y )

I tem
Ne- Part  Number Descript ion

3 7 7  -  0 4 1 5 8 O O  H Y D R A U L I C  S P R E A D E R  B A R  ( 4 O O -  2 4 4 . 0 0 ] - )  2

The fo l low ing  par ts  a re  inc luded in  K i t  No.  K400Rl -035-2 :
( R i d e  S e r i a l  N u m b e r s  4 0 0 - 0 0 2 - 8 8  t h r o u g h  4 0 0 - 0 0 4 - 8 8  a n d  4 0 0 - 0 0 6 - 8 9 )

I tem
No.  Par t  Number nescr in t ion

1  3 7 7 - 2 L 5 9 8 0 0  B A R R E L  -  S p r e a d e r  C y l i n d e r  ( 4 0 0 - 2 3 2 - 0 0 f )  2
2  3 7 7  - 5 2 8 6 9 0 0  R I N G  -  P i s t o n
3  2 9 0 - 5 1 1 4 5 0 0  0 - R r N G
4 290-8556900 WASI{ER -  Back-UP

z
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O.RING
(Itesr #3) AD.TUSTING RUT

SNAP RIf,G;

WISTING
PISTON ROD

EXISTING
CYTIIIDER HEAD

WIPER
(Do Not

SMALL
(Do Not

SEAL I -

Rernove) -/
./

O.RITG
RemeD

(IEenr  #3) BACK-UP

EXISTING PISTON

BARREI,
,  ( I t e m  # 1 )

EXISTING HARDENED
WASHER A}ID LOCK NUT

(oo not, Remove)

WASITER
* 4 )

\
BACK.UP

(I tem

t
WASHER
* 4 ,

PISTON
(Iten

RING
,2 '

4.  Insta l l  one O-r ing ( f tem #3)  on the ex is t ing cy l inder  head'

IMPORTAIiIT: Lubricate al l  parts, including tI" eeals' with' 
F;i ; ,- je1fy. Be careful not to danrage the Eealg
'or 

scrat,ch- any part,s when assenbling Ehem'

5.  Assembl-e one O-r ing ( I tem #3) ,  two back-up washers ( I tem #4)  '

L f te  p is ton r ing ( I tem #2)  on the p is ton '

5.  Insta l l  the p is ton rod assembly , in to the barre l .

lyfi"d"i-["iA i"tt ifre barrei-wiih the'existing snap ring'

1. Instal l  t .he reworked cyl inder into the spreader. tubes'

bolt and nug t.;  secure the'rod end of the cyl inder t 'o the

tube.

8. Align the port. w-i.t,h. the hole on t,he short' spreader Lube and

instatt 
"tfre 

hydlaulic f it,t ing. Tighten t.he set screw.

s.  Instal l  the spreader bar assembly using the "Set-Up Procedurer in

t.he Operation Manual.

Secure t.he

Insta l l  the
Iong spreader
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