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SERVICE BULLETIN
E f f e c t i v e  S e r i a l  N u m b e r :  4 0 0 - 0 0 1 - 8 8  t h r o u g h  4 0 0 - 0 0 5 - 8 8

Ride: GrAIIT Gor{DoLA wrrEEL Subject: Axle Conduit Coupling Check

The axle hubs on the GIANT GONDOI,A WHEEL are fitt.ed wit.h conduit to
route e lect r ica l  wi r ing t .o  t .he co l lector_.  r ings.  A meta l -co] lp l ing
connects t,he collect,or i ing axle to a t,ee f i t t ing on each axle hub as
shown below

SET SCREWS

COT'PLING Renove plexiglase covers
neceEsary to gain access
the coupl ing and tee.
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TEE FITTING

The set screws which secure the coupling and/or t.ee can become loose
after extended operation, causing damage to t.he wiring. To. prevent
this, check Lhe set screws at each- set up to be sure t.hey are t ight. DO
NOT OVER-TIGHTEN.

If a loose set screw is found, i-nspect t.he wiring for indicationsof
t,wist. ing or damage. Make sure t.he set screws in the coupling are ful ly
engaged in the keyway in t,he collect.or r ing axLe.

A11 work must  be per formed by qual i f ied personnel ,  capable-of .under-
si inding the function of the- pirts and their proper instal lat ion. If
there aie any questions regarding the instructions or this inspection,
coNTACT ThC CHANCE CUSTOMER SERVICE DEPARTMENT.


