
Nunber :  B l -06R1-005 -0

DaEe: Apr iL 27,  1-987

RIDES

SERVICE BULLETIN

EffecEive Serial Number:

Ride: ZIPPEI

106-117-86 through 106-128-87

CHANCE RIDES, INC. has become aware of at
f ie ld which devdloped cpacks in E.he welded
safety precauti-on, CIIANCE is requiring the
on al l  ZIPPER amusement r ides with the above

subject, Cable Sheave InsPection

leasL one ZIPPER r ide in the
area of t .he cable sheave. As a
inspect ion of the cable sheaves
noEed serial  numbers.

Complete the cable sheave inspect ion using the instruct ions on the reverse
s ide  o f  th is  bu l le t , in .  F i I l  ou t  and re tu rn  the  a t tached Cer t i f i ca t ion  Of

Compliance for the procedure within f i f teen (15) days from receipE of this

b u l l e t i n .



INSPECTION OF CABLE SHEAVES

READ THESE INSTRUCTIONS THOROUGHTY AND BECOME FAMILTAR WTTH THE ENTIRE
PROCEDURE. A1I work must be performed by competent, quali f ied mechanics,
capable of understanding the funct. ion of the parts and their proper
ins ta l l a t i on .

Inspec t  f o r  c racks  i n
or  near  welds between

. spokes and hub

Inspect these
cracksareas ror

Inspect  weld between
sp6kes and gusset

(4  p laces )
IF TH]S AREA IS NOT WELDED,
CONTACT THE CHANCE CUSTOMER
SERVICE DEPT. IMMEDIATELY

1 .
ml^ ^
I  I I E

Inspect the cable sheave for cracks where the spokes weld to the hub.
weld-must go completely around the spoke on al l  f6ur sides.

2. Inspect
outer r im.

cracks where
welded areas

for
The

the spokes attach to the qussets around the
must b6 exactlv as shown and described in themust be exactly as_shown_ and describ-ed in the

i l l us t ra t ion .  Make sure  there  is  a  we ld  a t  a I I  four  p laces  on  each spoke.

3. IF A}TY CRACKS ARE FOUND, OR IF ANY WELDS ARE QUESTIONABLE, CONTACT THE
CHANCE CUSTOMER SERVICE DEPARTMENT IMMEDIATELY.


