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SERVICE BULLETI N

Chance Rides, fnc. has become aware that some ZIPPER amusement r ides
have experienced wear to t.he seat spindles in t.he bearinq areas and to
the beai ings as we] I .  Th is  is  caus6d by 'a  lack of  lubr ic l t ion in  Lhose
areas. A losrs of l trb?icdtion to some beaiings may occur due to sett, l ing
during roading.

Proper. 
' l .ubrication 

of the bearings and the seat support assemblies is
essent ia l  to  min imize wear .  The Sear inqs in  Ehe seat-suppor t  assembl ies
must be repacked annually. The seat subport assemblies 

-niust. 
be checked

annually and repacked as required to. keep- them fuII.  of grease. Use only
number 2 rLtnrum base grease on bearings and t-n the seat support
a s s e m b l i e s .

Ef fect . ive Ser ia l  Number:

R ide :  Z IPPER

A11 UniLs -  Chance Rides,  Inc.

Subject :  SeaL Spindle Lubr icat ion

bv aual i f ied personnel ,  capable of
par t 's  and the i r -  proper  insta l la t ion.

NOTICE

A11 work must be performed
undersEanding the fun&ion of t ,he

Ugg only Ehose component,s authorized, specified or provided by Chance
R i d e s ,  f n c .

Chance Rides, Inc. SPECIFICALLY DISCIJAIMS AI{Y LTABILITY for losges
associated with any unauthorized alEerat iong and/or modif icaEions or
addit ions and instal latsions of
unauthorized courponenEs.
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SEAT SUPPORT ASSEMBLY

BEARINGS
RE-PACK ANNUATL/)

SET SCREW

ACORN NUT
CHECK ATINUALTY
ADD GREASE AS REQUIRED
ORDER TO KEEP ASSEMBLY

IN
FULL

SEAT SPIND

When reassemblinq, t, iqhten acorn nut unt. i I  aII back
of  the seat  sp indle 

- is  
e l iminaLed.  Seat  sp indle

f ree ly .  Securd acorn nut .  wi th  set  screw
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and forth movement
must  s t i l l  turns


