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Outline SAFECO Crazy Frog Incident 

 

A recent accident involving a Safeco Crazy Frog on the Isle of Wight highlighted 
a potential problem with the welded sub-frame on a version of the Safeco Crazy 
Frog. The sub-frame is at the end of the radial arms on the machines, which are 
fitted with three separate seats as shown in Fig 1 below. The separate seats are 
likely to be bolted through the sub-frame. 
 

 
 

The seat sub-frame is a fabricated box section ladder frame with two stretchers 
and four rungs. One of the two stretchers broke just inside the position of the 
outer seat which allowed the seat to tip. There were no serious injuries but it is 
probable that this would not have been the case had both stretchers broken.   

From information gathered it is thought that the failure was due to a 
stress/fatigue crack which may have been propagating for some time. It is not 
known whether the crack began from the inside or the outside of the stretcher. 

As a result of both this accident and other incidences of stress/fatigue cracking 
on this type of machine the following action should be taken on similar devices 
with this seat configuration: 
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ADIPS Executive Summary : 
SAFECO Crazy Frog – Cracking on seat 
subframe 
 
 
This Incident Bulletin relates to a recent 
accident on the Isle of Wight due to  a 
stress/fatigue failure of the seat subframe of 
a Safeco Crazy Frog device. 
 
Fortunately no persons were injured but this 
does highlight the need for controllers and 
IB’s to be particularly vigilant and perform 
appropriate visual inspections of these 
subframes and review NDT methods used to 
ensure that these are appropriate. 
 



 
 

 

 

 

 

INCIDENT BULLETIN - Continued 

 
There is a significant history of mechanical integrity and other safety related issues associated with Crazy Frog type 
devices many of which have been documented over time by the HSE and/or NAFLIC. 
 
Whilst fortuitously this particular incident was a near miss scenario, the potential risk of serious injuries arising from a 
catastrophic failure of the subframe/stretchers in question is  substantial.  
 
The recommended actions for both controllers and IB’s referenced in the this bulletin should therefore be implemented 
in full and as a matter of priority. 
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Controller  
 
Controllers should conduct an initial visual inspection of all of the sub-frames on their machines to identify any cracks. If any are 
apparent the machine should be taken out of use immediately and the controller should consult his/her Inspection Body (IB). 
Controllers should then contact their ride examiners, whether or not cracks are found, to ensure that the correct non-destructive 
testing method has been used to test these areas. Any requirements proposed by the ride inspector should be implemented 
before the ride is put back into service. 
 
Inspection Body 
 
Inspection bodies should liaise as soon as possible with owners of these machines for whom they have issued DOCs. If required, 
they should also consult with the body that provided the NDT report for the machine to ensure that the correct/most appropriate 
method was used to test the sub-frames. The NDT Schedule should be reviewed to ensure that the test intervals are appropriate 
for the stresses on the sub-frames. As always, any changes to the NDT schedule would need to be reviewed/approved in the 
appropriate manner. 
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